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(5) On aboveground containers of more than 125 gallons water ca-
pacity the discharge from safety relief device shall discharge vertically
upward. On containers of more than 2,000 gallons water capacity, the
discharge from the safety relief devices shall be piped upward to a
point at least 10 feet above the tank.
(C) UNDURGROUND CONTAINERS. On containers of 1,200 galloihs water ca-
pacity or less, which are installed underground and which contain no
liquid fuel until buried and covered, the rate of discharge of spring loaded
relief valve installed thereon may be reduced to a minimum of 30 per
cent of the specified rate of discharge in Appendix A. Containers so pro-
tected shall not be uncovered after installation until the liquid fuel has
been removed therefrom. Containers which may contain liquid fuel be-
fore being installed underground and before being completely covered
with earth are to be considered aboveground containers when determining
the rate of discharge requirement of the relief valves.
(d) On underground containers of more than 2,000 gallons water ca-
pacity, the discharge from safety relief devices shall be piped vertically
and directly upward to a point at least 10 feet above the container.
(1) On underground installations where there is a probability of the
manhole or housing becoming flooded, the discharge from vent lines
should be above the possible water level. All manholes or housings shall
be provided with ventilated louvers or their equivalent, the area of
such openings equalling or exceeding the combined discharge areas
of the safety relief valves, fuse plugs and other vent lines which dis-
charge their content into the manhole housing.
(e) VAPoRzIERs. Safety devices for vaporizers shall be provided as follows:
(1) Vaporizers of less than one quart total capacity, heated by the
ground or the surrounding air, need not be equipped with safety re-
lief valves provided that adequate tests certified by any of the author-
ities listed in B.2(a), demonstrate that the assembly Is safe without
safety relief valves.
(2) No vaporizer shall be equipped with fusible plugs.
(3) In industrial and gas manufacturing plants, safety relief valves
on vaporizers within a building shall be piped to a point outside the
building and be discharged upward.
2.3. Designed Working Pressure and Classification of Storage Containers.
(a) Storage containers shall be designed and classified as follows:
For Gases with     MINIMUM IuSON WOsKING PaRssUaR
Vapor Pressure              oF CONTAINKSN BY:
Not to Exceed   A.S.M.E.     A.S.M.E.          A.P.,.
"Container  Lbs. per Sq. In.  Code U-68  Code U-200      A.S.M.E.
Type"   Gauge at 1000 F.  U-69           U-201           Code
*80         *80        *80 lb. Ga.    *90 lb. Ga.    *100 lb. Ga.
100         100        100            113 "           125 "..
125         125        125 .          141 "           156 "..
150         150        150           169 " "         187 "
17S         175        175 "         197 .           219 "
200         200        200 '1.        225 .           250 "a
NoT9: Storage containers of the 80 type shall not be authorized after December 31,
1947.


